
Keep your family safe by adding carbon monoxide detection 
to your home that integrates with the Clare security system. 
This carbon detector delivers 70-400ppm carbon detection for 
complete home safety.

•	 Easy-to-install with provided hardware
•	 Sleek design
•	 70-400ppm carbon monoxide sensitivity
•	 Low battery indication

product datasheet
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By making home technology simple, Clare provides exclusive bene�ts to integrators, builders, and homeowners.   
We o�er innovative home automation solutions, Class D ampli�ers, media distribution, controllable lighting, and  

IP CCTV components.  For more information, visit clarecontrols.com.

Technical Speci�cations
General
Dimensions 4.7 x 4.1 x 1.5" (11.4 x 10.4 x 3.8cm)

Weight (with battery) 5.9oz  (167 grams)

Mounting Fastener #6 screws and anchors (provided)

Detection
CO Sensitivity Meets UL 2023

Detection Speed 1 to 5ft per second 
(0.3 to 1.5 meters per second)

Alarm
Alarm Sound 85 dBA at 10 ft minimum

Replacement Battery 2 AAA batteries

Nominal Battery Life 10 years

Transmitted Indications Cover tamper, low battery, supervisions

Regulatory
Regulations UL217 single station smoke alarm & heat alarm

Environmental
Operating Temperature 40° to 100°F (4.4° to 37.8°C)


